
Overview
WATCHPAX 30 is a dedicated media server for use with Dataton WATCHOUT. Each 
unit has a built-in WATCHOUT license and a technical specification that is specially 
tuned for WATCHOUT shows. WATCHPAX 30 features four HDMI video outputs and 
multiple WATCHPAX units can be used in the same installation.

Performance
• Plug and play with built-in WATCHOUT license 
• Outputs: 4 x  HDMI 2.0
•  Optimized for WATCHOUT
• Media storage: SSD 1 TB (6 GB/second) for fast playback of large files
• RAM: 16 GB
• Network: 2 × 1 GB/s 
• USB: 2 × USB 2.0, 2 × USB 3.2
• Audio in: Mic level, 3.5 mm stereo
• Audio out: Line level, 3.5 mm stereo
• EDID: Via external EDID adapters (included) 
• Power: 100 – 240V AC
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Footprint
• Width 215 mm, height 32 mm depth 176 mm (8.5 × 1.3 × 7 inches)
• Weight 1320  g (2.9  lbs)
• Locate close to displays to avoid long cable runs
• Robust aluminium housing

Installation
• Standalone 
• 1 U 19” rack installation, 1 – 2 units with rack mount, available separately 
• Wall mount VESA 100 × 100 with wall mount, available separately
• Top intake of air for active cooling, metal fan filter 
• Kensington security slot
• Discreet power on/off button
• Clean shutdown and power up  – IEC C14 input
• Locked-down unit
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